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	Summary: This document presents proposed modifications to the Draft ECP reflecting results of compatibility studies between space surveillance radars and MMS safety systems.


	

	Proposals: PT C CEPT is invited to modify Draft ECP considered at 7th meeting of CPG and to consider the possibility of its approval as an agreed Draft ECP on WRC-12 Agenda item 1.14. 


	


	Background: At 7th CPG meeting Draft ECP was considered taking into account the possibility to satisfy WRC-12 AI 1.14 through allocation of the frequency band 154-156 MHz to the radiolocation services in several countries of Region 1 on the primary basis. 
It was decided to forward this Draft ECP to PT C for further updating and based on it to prepare the agreed Draft ECP.
Administration of the Russian Federation proposes to modify Draft ECP developed at 7th CPG meeting to reflect the results of compatibility studies between space surveillance radars and MMS safety systems. The proposed modifications to Draft ECP are presented below in Annex 1.


	




Annex 1

DRAFT EUROPEAN COMMON PROPOSALS
FOR WRC-12 WORK
Agenda Item 1.14
1.14	to consider requirements for new applications in the radiolocation service and review allocations or regulatory provisions for implementation of the radiolocation service in the range 30-300 MHz, in accordance with Resolution 611 (WRC‑07);

Introduction
Agenda item 1.14 invites to consider requirements for new applications in the radiolocation service and review allocations or regulatory provisions for implementation of the radiolocation service in the range 30-300 MHz.
The 30-300 MHz frequency band is allocated to different services. To satisfy this agenda item it is required to search for frequency bands allocated to minimum of services and where sharing between these services and the radiolocation service is feasible.
The 154-156 MHz frequency band is allocated currently to fixed and mobile services (except aeronautical mobile service) on a global primary basis.
The performed studies showed that sharing between the radiolocation service and fixed, mobile services (except aeronautical mobile service) may, under certain conditions, be feasible in the 154-156 MHz frequency band.

The European countries do not see any need for global or regional allocation under this agenda item. Nevertheless European countries accept the primary allocation of the frequency band 154-156 MHz to radiolocation service in some countries and propose the following:


MOD 	EUR/1.14/1
ARTICLE  5
Frequency allocations
Section IV – Table of Frequency Allocations
(See No. 2.1)
148-223 MHz
	Allocation to services

	Region 1
	Region 2
	Region 3



	...

	150.05-153
FIXED
MOBILE except aeronautical
mobile
RADIO ASTRONOMY
5.149
	150.05-156.4875
FIXED
MOBILE

	153-154
FIXED
MOBILE except aeronautical
mobile (R)
Meteorological Aids
	

	154-156.4875
FIXED
MOBILE except aeronautical
mobile (R)
	

	5.226 ADD 5.XXX
		5.225  5.226

	...



ADD 	EUR/1.14/2
5.XXX 	Additional allocation: in [Azerbaijan, Armenia, Belarus, France, Georgia, Hungary, Kazakhstan, Kyrgyzstan, Moldova, Russian Federation, Tajikistan, Turkmenistan, Uzbekistan, Ukraine], the band 154-156 MHz is also allocated to the radiolocation service on a primary basis. The usage of the frequency band 154-156 MHz by the radiolocation service shall be limited by systems based on space-object detection applications operating from terrestrial locations. The operation of stations in the radiolocation service in the band 154-156 MHz shall be subject to agreement obtained under No. 9.21 with administrations whose services, operating in accordance with the Table of Frequency Allocations, may be affected. For the identification of potentially affected administrations the field-strength value of 12 dB(μV/m) for 10% of time produced at 10 m above ground level in the 25 kHz reference frequency band at the border of the territory of any other administration shall be used. For providing protection of maritime mobile service safety systems operating in the frequency bands 156.7625 – 156. 8375 MHz, 156.5125 – 156.5375 MHz, 161.9625 – 161.9875 MHz, 162.0125 – 162.0375 MHz out-of-band EIRP of space surveillance radars in the specified frequency bands shall not exceed minus 16 dBW.

SUP 	EUR/1.14/3
RESOLUTION 611 (WRC-07)
Use of a portion of the VHF band by the radiolocation service
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