SWG A TEMP 06

RIS Model for ECC deliverable [reference] / date of publication of ECC deliverable

Normative part

	Nr 
	Parameter
	Description
	Comments 

	1
	Radiocommunication
Service
	Fixed, Mobile Service
	

	2
	Application


	Mobile Fixed Communications Networks
	MFCN including IMT

	3
	Frequency band


	3400-3800 MHz
	[The band 3400-3600 MHz can be either for paired or unpaired spectrum:

Option 1 paired : 3410-3490 MHz UL 3510-3590 MHz DL

Option 2 unpaired : 3400-3600 MHz TDD] To be updated

The band 3600-3800 MHz is for unpaired spectrum (TDD)

	4
	Channelling


	Not specified
	Preferred Block size of 5 MHz

	5
	Modulation / 
Occupied bandwidth 
	Not specified
	Technology neutral approach

	6
	Direction / 
Separation
	The duplex spacing of FDD operations is 100 MHz
	

	7
	Transmit power / Power density


	Not regulated
	Block Edge Masks associated with the bands are to be developed.

	8
	Channel access and occupation rules 


	Not required
	

	9
	Authorisation regime


	Individual authorisation
	

	10
	Additional essential requirements according to Art. 3.3 of R&TTE Directive
	None
	

	11
	Frequency planning assumptions
	None
	


Informative Part

	Nr 
	Parameter
	Description 
	Comments 

	12
	Planned changes
	---
	

	13


	Reference
	ECC DEC(11)HH
	

	14
	Notification number 
	---
	

	15
	Remarks 
	Review process?
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