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Dear Stefan,

[bookmark: _GoBack]FM PT 48, during its third meeting from 13-14 September 2011, also discussed some aspects with regard to the frequency bands which have been submitted to WG SE / SE PT 44 for compatibility/sharing studies.

In addition to the information already submitted (see doc. SE44(11)004), FM PT 48 is providing the following considerations with regard to the 3400-3600 MHz band in order to support your studies:

· The lower edge of the TDD band plan for MFCN (starting at 3400 MHz according to the Draft ECC Decision(11)HH which was developed by ECC PT 1 and has been under public consultation recently) would be appropriate for TDD Broadband DA2GC systems. However, it might also be necessary to carry out adjacent band compatibility studies with regard to the Radiolocation Service below 3400 MHz.
· Spectrum within the duplex gap of the FDD band plan for MFCN, 3490-3510 MHz, would also be appropriate for TDD Broadband DA2GC systems.
· The lower duplex band of the FDD band plan for MFCN (uplink for MFCN) would be appropriate for the Reverse Link for FDD Broadband DA2GC systems (Aircraft Station to Ground Station), because this band is less used for FSS Earth stations within CEPT (downlink) compared to spectrum above 3500 MHz.

Kind regards

Thomas Weilacher

Chairman FM PT 48
Email: thomas.weilacher@bnetza.de


Thomas Weilacher, Federal Network Agency (BNetzA)
Canisiusstr. 21, 55122 Mainz, Germany
Tel.: +49-6131-183119 or +49-173-3109205
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