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	Summary: 

	In its annex, this contribution provides a number of Swedish proposals concerning the descriptions of PMSE, BDA2GC and broadband PPDR for temporary and local use as candidate applications. The text is based on the text developed in the correspondence group (PMSE) and Annex 5 to the minutes from the fifth meeting of FM PT50 (BDA2GC and BPPDR).

	Proposal: 

PMSE - general

	· FM PT50 should ensure that relevant information is provided and that the content actually corresponds to the titles of the sub-sections. 
· FM PT50 should be cautious when using the abbreviation PMSE. FM PT50 is invited to review section 3.5 in this aspect.

PMSE - detailed
· The new text for sub-section 3.5.1 is a mixture of description, justification and marketing of PMSE applications and as shown in the Annex to this document, large parts of it should be moved or deleted.
· The first four paragraphs following the table in sub-section 3.5.1 should be deleted. 
· The last paragraph under sub-section 3.5.1 should be moved to the justification part (3.5.2).
· The descriptive text related to the table in sub-section 3.5.1 should be clarified as highlighted in grey. 
· FM PT50 is invited to re-consider the maximum bandwidth given in the table under sub-section 3.5.1. Wireless conference and interpretation systems are understood to be some kind of systems transmitting several audio signals, which hardly require 20 MHz. 
· The paragraphs under Supporting Cultural Activities and the Growing meeting culture in sub-section 3.5.2 should be deleted (as shown in the Annex and highlighted in grey) or shorten significantly, since most of the text is not relevant in this context.

BPPDR for temporary and local use
· Under sub-section 3.6.3 it is proposed to add the sentence highlighted in grey reading it should be noted that the ECC Recommendation (08)04 identifies 5150-5250 MHz as the preferred option for the deployment of broadband disaster relief radio applications.

BDA2GC
· That FM PT50 re-considers the text highlighted in grey under sub-section 3.7.3 as a result of information provided to FM PT48 from SE PT44. 
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