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Dear Gabrielle, 
Dear Greg,
WG SE would like to thank ATTM-AT3 for its liaison statement from 25 November 2011 (Document ERM(11)057r1) with a technical specification defining system characteristics of the receiving equipment used in cable head-ends intended to receive broadcast signals in the frequency range 470 - 790 MHz". WG SE confirmed that the analysis conducted by PT43 on the issue of WSD interference into cable head-end receivers in the band 470-790 MHz (see the liaison statement from WG SE contained in Annex 24 to Document SE(11)98) had implicitly taken this information into account.

Regarding the definition of the service and coverage areas within the GE06 Agreement, where more details are sought by ATTM-AT3, WG SE would like to offer the following considerations. 

GE06 Agreement defines:

(i) the coverage area of a broadcasting assignment/allotment as the area within which the wanted field strength is equal to or exceeds the usable field strength defined for specified reception conditions and for an envisaged percentage of covered receiving locations; and

(ii) the service area as the area within which the administration has the right to demand that the agreed protection conditions be provided.
The GE06 Agreement was established such that the coverage area of a broadcasting assignment/allotment is equal to its service area. However, noting that the professional receivers typically used by cable head-ends have greater sensitivity, they may receive a broadcasting signal outside the service area defined by the Radio Regulations. By other words, a coverage area seen by cable head-end receivers is larger than the service area in accordance to the GE06 Agreement.  Therefore, their protection outside the service area of a broadcasting assignment/allotment is not ensured unless decided otherwise on a national basis.
WG SE would be happy to provide further guidance to ATTM-AT3 on the issue above should this is required. 

Best regards,

Bruno Espinosa
Chairman, WG SE
